
www.amcelettronica.com BLADE 01S installation instructions v1.0  

 

EN 50131 4:2010 
Grado 2  -  Class IV 

 

 

 

BLADE 01S 

SYGNALIZATOR 
SELF-POWERED SIREN 

 
INSTRUKCJA OBSŁUGI 

HANDBOOK 

POLSKI  
 
Blade 01S to sygnalizator dźwiękowy o mocy 105dB z własnym zasilaniem, który może być skonfigurowany poprzez podanie 
+ lub Podanie -. Flesz LED o niskim poborze energii sygnalizuje Stan Czuwania ( Stand By ), Uzbrojenie Systemu i Pamięć 
Alarmu. 
Stan Czuwania ( system podłączony do zasilania i pracuje ) sygnalizuje mruganie diody led co 4 sek.  
SYSTEM Włączony sygnalizuje trzykrotne mruganie diody LED. Dezaktywację sygnalizuje dłuższy pojedynczy sygnał diody.  
PAMIĘĆ ALARMU sygnalizuje szybkie mruganie LED, ustaje ono po rozbrojeniu systemu. 
 

DIP 1 ON = włączone  STAND BY (mruganie diody co 4 sek.) 

DIP 2 ON = włączony  SYSTEM ON (podwójne mruganie diody co 6 sek.)  

DIP 3 ON = właczona PAMIĘĆ ALARMU (szybkie mruganie diody do 3 sek.) 

DIP 4 ON = głośnik na wtyku S, lampa na wtyku A; OFF = głośnik i lampa na wtyku S ( wtyk A podłączony do 

wyjścia panelu, popatrz ustawienia DIP2 i DIP3 ) 

DIP 5 DIP 6 USTAWIENIA WTYKU ALARMU 

OFF OFF Zabranie + 

ON OFF Podanie + 

OFF ON Podanie - 

ON ON Zabranie - 

WSZYSTKIE DIP ON 2 przewody zasilania ( bez baterii ) alarm włączy się natychmiast ( wtyki + I - ) 

System ma sygnał alarmowy w przypadku braku jednego z kabli zasilania ( z wyjątkiem konfiguracji WSZYSTKIE DIP ON ) 

 

Montaż na ścianie 

Przymocuj sygnalizator na 

ścianie za pomocą kołków do 

otworów montażowych ( min 

6mm ) 

 

OTWORY  

MONTAŻOWE 

 

 

 

TAMPER : N.C. wtyk sabotażowy – ochrona przed otwarciem I 

oderwaniem od ściany 

+  -  : zasilanie 13,8V  

S : Uzbrój/Rozbrojenie 

Panelu 

A : wtyk alarmu 

Battery : wtyk baterii  (12V 2.2Ah) 

 

 

Wtyk A – Zbrojenie/Rozbrojenie I Pamięć Alarmu: w GND dla Syreny, ustaw DIP2 i DIP3 według wymagań 

Możesz zostawić wtyk A nie podłączony i ustaw DIP2 i DIP3 OFF 

Wtyk S – Start sygnalizacji alarmu: ustaw typ za pomocą DIP5 i DIP6 
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SPECYFIKACJA TECHNICZNA  
Urządzenie musi być podłączone napięciem SELV , maks. prąd wyjściowy 0.6A 

Napięcie nominalne: 13,8 Vcc 

Maks. Pobór prądu: 150mA 

Pobór prądu Stand By: 8 mA 

Moc dżwięku(a Vn=13,8V ): Typ = DŻWIĘK modulato 108 

dB(A)/1m 

 

Czas dżwięku I światła bez kontroli: 3’ 

Akumulator: 12 V  , 2.2 Ah  - UL94-HB 

Wymiary: 210mm(L) x 295mm(H) x 70mm(P) 

Waga: 800g senza batteria 

Temp. pracy: - 40 °C ¸ + 60 °C 

Grade IP IP44 

 
Nasze produkty / systemy są godne z zasadniczymi wymaganiami dyrektyw EEC. 
Instalacja musi być przeprowadzona zgodnie z lokalnymi normami instalacji przez wykwalifikowany personel. 
Producent odmawia jakiejkolwiek odpowiedzialności w przypadku zmiany lub nieautoryzowane naprawy produktu / systemu. 
Zaleca się przetestowanie działania produktu / systemu alarmowego, co najmniej raz w miesiąc u. Pomimo częstych badań ,  
możliwe jest , że produkt /system nie zadziała prawidłowo w przypadku włamania, rozboju, pożaru lub w innej sytuacji. 

Prawidłowo zainstalowany i utrzymywany system alarmowy może jedynie zmniejszyć ryzyko że tak się stanie. 
 
ENGLISH  

Blade 01S is a 105 dB power auto supplied sounder that  can be configured as positive missing/giving or negative 

missing/giving. It features a low consumption led flasher, with signaling Stand By, Arm System and Alarm Memory. 

The STAND BY indicator led (system is powered and running) is flashing constant at 4 sec. The state SYSTEM ON is 

highlighted by a triple initial flashing LED. The deactivation is indicated by a single longer flash.The ALARM MEMORY 

is highlighted by a quick flashing of the LED, and it ends when the system is disarmed. 

DIP 1 ON enabled reporting STAND BY (led blinking every 4 sec.) 

DIP 2 ON enabled reporting SYSTEM ON (every 6 sec. double flasing LED) 

DIP 3 ON enabled signaling ALARM MEMORY (rapid flashing of LED after alarm at least 3’’) 

DIP 4 ON speaker on S terminal and lamp on A terminal - OFF unique: speaker and lamp on S terminal 

(terminal A, connected to the panel output, follow the DIP 2 e 3 settings) 

DIP 5 DIP 6 SETTING TYPE START ALLARM TERMINAL 

OFF OFF Missing positive 

ON OFF Giving positive 

OFF ON Giving negative 

ON ON Missing negative 

ALL DIP ON 2 power supply wires (without battery) with starting allarm immediately (terminals + and -) 

The system also provides tha alarm signal, when it is absent one of the power cable (except configuration with all dip 

in ON). 
 

Mounting siren wall 

Secure the siren through the 

holes (see drawing), using 

plugs , of minimum diameter 6 

mm. 

 
mounting holes 

 

 
TAMPER: N.C. Antiopening and Tearing Off Contact 

SUPPLY +  - : 13,8 V  Supply ( Nominal ) 

A : Arm/Disarm Panel state terminal 

S : alarm terminal 

Battery: Battery charge terminal (12V 2.2Ah) 

Terminal A - Arm/Disarm state and Alarm Memory : put to GND to report to Siren the Arm/Disarm Sistem, and set DIP2 

and DIP3 according to reports desired. 

If not used, leave terminal A not connected, and set DIP2 and DIP3 OFF 

Terminal S - Start terminal signaling alarm:  setting type using DIP 5 and DIP 6 
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TECHNICAL SPECIFICATIONS  
The equipment must be powered by a voltage SELV, with limited power, with maximum output current of 0.6 A 

Nominal Supply Voltage: 13,8 Vcc 

Maximum Current Consumption: 150mA 

Stand-by Current Consumption: 8 mA 

Sound Pressure (Vn=13,8V ): Type = TONE   108 dB(A) at 1 m 

Sound and Light Timing without control: 3’ 

Back-up Battery: 12 V  , 2,2 Ah - Flammability class UL94-HB 

Dimensions: 210mm(L) x 295mm(H) x 70mm(P) 

Weight: 800g without battery 

Working Temperature: - 40 °C ¸ + 60 °C 

IP Grade IP44 
 

Installation must be carried out following the local installation norms by qualified personnel. 

The manufacturer refuses any responsibility when changes or unauthorized repairs are made to the product/system. 

It is recommended to test the operation of the alarm product/system at least once a month. Despite frequent testing and 

due to, but not limited to, any or all of the following: tampering, electrical or communication disruption or improper use, it 

is possible for the product/system to fail to prevent burglary, rubbery, fire or otherwise. A properly installed and maintained 

alarm system can only reduce the risk that this happens. 
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