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 Configuration & Physical Characters

Materail

Size

OD

Materail HD-PE

Thickness 0.19mm

Diameter

Colors Blue/white-blue

Orange/white-orange

Green/white-green

Brown/white-brown

Elongation rate Min.300%

Ten sile Min.122kg/mm2

 Blue×white-blue

 Orange×white-orange

 Green×white-green

 Brown×white-brown

Thickness 0.12mm

Materail PE

Materail PVC+PE

Thickness 0.5±0.01mm

Diameter 5.8±0.15mm

Elongation rate Min.125%

Ten sile Min.1.41kg/mm2

 Depending on requirenents

                                           CAT6 UTP Cable Specification
                     
   
 Product

CAT6 CCA 4P 
23AWG Soild outdoor NO. Page

ENG.DEP. FINISH Approval CUSTOMER APPROVAL

    Construction Description

A．Blue/white-blue

B．Orange/white-orange

C．Green/white-green

D．Brown/white-brown

1. PVC

2. Insulation

3. rip-cord

1.     Conductor

CCA                                                                 4. Conductor

23AWG                                                            5.white cross

0.56±0.01mm                                                  6.PE

2.     Insulation

 1.02±0.02mm   ≤3%

3.    Twist Pair

A. 12.49mm  

B. 16.35mm  

C. 11.7mm  

D. 19.6mm  

4. white cross

5.      Jacket

6.  Priting  Marking
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